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Номер
подшипника

Размеры в дюймах Вместимость (фунты) Вес в
фунтах)Скважина Внешний

диам. L1 L2 Динамический Статический

KAA10CL0 1.000 1.375 1.140 1.235 290 188 0.026

KAA15CL0 1.500 1.875 1.640 1.735 400 225 0.039

KAA17CL0 1.750 2.125 1.890 1.985 460 242 0.045

KA020CP0 2.000 2.500 2.186 2.314 680 393 0.10

KA025CP0 2.500 3.000 2.686 2.814 830 442 0.13

KA030CP0 3.000 3.500 3.186 3.314 990 487 0.15

KA035CP0 3.500 4.000 3.686 3.814 1,140 530 0.18

KA040CP0 4.000 4.500 4.186 4.314 1,290 571 0.19

KA042CP0 4.250 4.750 4.436 4.564 1,370 591 0.20

KA045CP0 4.500 5.000 4.686 4.814 1,440 610 0.22

KA047CP0 4.750 5.250 4.936 5.064 1,520 629 0.23

KA050CP0 5.000 5.500 5.186 5.314 1,590 648 0.24

KA055CP0 5.500 6.000 5.686 5.814 1,750 685 0.25

KA060CP0 6.000 6.500 6.186 6.314 1,900 720 0.28

KA065CP0 6.500 7.000 6.686 6.814 2,050 754 0.30

KA070CP0 7.000 7.500 7.186 7.314 2,200 787 0.31

KA075CP0 7.500 8.000 7.686 7.814 2,350 820 0.34

KA080CP0 8.000 8.500 8.186 8.314 2,500 851 0.38

KA090CP0 9.000 9.500 9.186 9.314 2,810 912 0.44

KA100CP0 10.000 10.500 10.186 10.314 3,110 969 0.50

KA110CP0 11.000 11.500 11.186 11.314 3,410 1,025 0.52
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KA120CP0 12.000 12.500 12.186 12.314 3,720 1,078 0.56

KB020CP0 2.000 2.625 2.231 2.393 930 577 0.16

KB025CP0 2.500 3.125 2.731 2.893 1,140 644 0.20

KB030CP0 3.000 3.625 3.231 3.393 1,340 707 0.24

KB035CP0 3.500 4.125 3.731 3.893 1,540 767 0.27

KB040CP0 4.000 4.625 4.231 4.393 1,750 825 0.30

KB042CP0 4.250 4.875 4.481 4.643 1,830 846 0.31

KB045CP0 4.500 5.125 4.731 4.893 1,950 880 0.33

KB047CP0 4.750 5.375 4.981 5.143 2,030 901 0.34


